
H-HC-UN Series

Hydro-Core Union Connection
for use with Hydro-Core Manifolds

ITEM# Connection Type SIZE (in) Carton Qty Case Qty Pressure Rating
H-HCE4-43 FIP UNION × FIP 1 × 3/4 6 24 600 PSI CWP Max
H-HCE4-44 FIP UNION × FIP 1 6 24 600 PSI CWP Max
H-HCE4-53 FIP UNION × SWT 1 × 3/4 6 24 600 PSI CWP Max
H-HCE4-54 FIP UNION × SWT 1 6 24 600 PSI CWP Max
H-HCE4-63 FIP UNION × FIP 1 × 3/4 6 24 600 PSI CWP Max
H-HCE4-64 FIP UNION × FIP 1 6 24 600 PSI CWP Max
H-HCE4-73 FIP UNION × SWT 1 × 3/4 6 24 600 PSI CWP Max
H-HCE4-74 FIP UNION × SWT 1 6 24 600 PSI CWP Max
H-HCE4-94 FIP UNION × SWT 1 6 24 600 PSI CWP Max
H-HCE5-44 FIP UNION × FIP 1 1/4 × 1 6 24 600 PSI CWP Max
H-HCE5-45 FIP UNION × FIP 1 1/4 6 24 600 PSI CWP Max
H-HCE5-54 FIP UNION × SWT 1 1/4 × 1 6 24 600 PSI CWP Max
H-HCE5-55 FIP UNION × SWT 1 1/4 6 24 600 PSI CWP Max
H-HCE5-64 FIP UNION × FIP 1 1/4 × 1 6 24 600 PSI CWP Max
H-HCE5-65 FIP UNION × FIP 1 1/4 6 24 600 PSI CWP Max
H-HCE5-74 FIP UNION × SWT 1 1/4 × 1 6 24 600 PSI CWP Max
H-HCE5-75 FIP UNION × SWT 1 1/4 6 24 600 PSI CWP Max
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